 Lock the sides of the Roof Vents
and the PN40 using RC5 glazing
elements. Make sure that the
end of the RC glazing elements
are in line with the bottom of the
RD elements.
 Finish locking the panels into
place by placing RC3 glazing
elements across the top of the
roof.

RC3
RC5
RC3
RC5
RC3
RC5

RC5

RC5

RC5



RC5

RC5

RC3
RC5
RC5



 Snap the roof caps in place on
the top rib intersections.

D1

Note: If you need to remove the

D2

roof caps push them on one side
and then lift.

D2

D2
D1



Note
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Raise the Roof
 Put the R1 round profiles in place.
 Insert two pins in each R1 profile to lock them
in place. Do not insert pins in the inner
(panel) channels.
Add the E1 oval profiles until the frame is
completed.
 Attach the E1R and E1L profiles to the
doorway of the frame. Each of these profiles
has a sticker indicating the up direction.
 Put the rest of the E1 profiles in place and lock
them secure with pins.

Note: If there is no wind you may install the



PN1 panels before putting the roof in place
(page 17).







 Make sure that the roof is in the same
orientation as the base and door. Lift the
roof from both edges and walk through the
door towards the back wall.

Note: You will need the help of another
person for a short while to lift the roof and
put it in place.



 Place the roof on the columns and circle
around the greenhouse and insert the first 1
cm (½") of the roof connectors into the
columns.

Note: Do not insert the connectors all of the

way into the columns at this time in order to
provide enough space to install the panels in the
next step.



16

GH40 Greenhouse Assembly Instructions

Cover the Walls
 Take a PN1 panel with the plastic ID strip facing out, and put the panel in place by gently curving it so that it
enters the side channels of the columns.
 Slide the top of the panel into the channel in the bottom of the roof. Continue with the other PN1 panels.
 Lower the panel towards the frame. Continue with this procedure until all of the PN1 panels are finished.
 Panel by panel, circle around the greenhouse and lower the roof into place. Use the GT1 glazing tool to
guide the corners of the PN1 panel into the channels.
 Lock the roof in place with pins and remove the ID strips from the panels.

PN1
PN1

PN1

PN1
PN1

PN1


GT1

PN1





PN1


PN1

PN1

PN1

PN1



PN1
PN1
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 Making sure that the
plastic ID strip faces out,
slide a PN2A panel in the
lower RD1 element.
 Bend the panel until it
enters the upper RD1
element.
 Continue with the rest of
the PN2 and PN2A
panels.

PN2A
PN2
PN2

PN2A

PN2A





PN2

PN2A
PN2



 Lock the lower panels
into place using RC1
glazing elements.
Make sure that the
end of the RC glazing
elements are in line
with the bottom of the
RD elements.

Note: You may now
remove the plastic ID
strips from the panels.

RC1
RC1

RC1

RC1

RC1
RC1



RC1

RC1
RC1

RC1
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GH40 Greenhouse Assembly Instructions

Seal Panels
 Take the roll of GF sealer, divide it as shown, and pull out enough for one side of a PN1 panel.

Note: If the GF Sealer is not divided it will not fit in the channel of the column profile.
 Cut it to length.
 Align it with the channel of the column profile with the double ridge facing the panel.
 Push it in to seal the panel using the GT1 glazing tool if needed.
 Repeat for the other PN1 panels and the panels in the front and back pediments.

GF
GF

GF



GF
GF

GF

GF





GF
GF

GF

GF

GF

GF

GF

GF



GT1

GF

GF

GF

GF
GF

GF

GF
GF

GF
GF

GF

GF

GF

GF

GF
GF


GF

GF

GF
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Assemble the Doors
Procedure A
 Assemble the profiles and connectors of the lower
portion of the doors. Use the DoorH33 handle
where shown on the left door.
 Put the PN18 panel in place with the plastic ID strip
facing outwards.
 Assemble the upper portion of the door. Put the
PN17 panel in place with the plastic ID strip facing
outwards.
 Connect the lower DoorH2 inner latch on the left
door. Insert the bottom PS1"/41 screw into the hole
for the pin.
 Connect the upper DoorH2 inner latch on the left
door. Insert the top PS1"/41 screw into the hole for
the pin.

 Lock the door together with pins. You may now
remove the plastic ID strips.

Procedure B
 Take the roll of GF sealer and divide it as shown.

Note: If the GF Sealer is not divided it will not fit in
the channel of the column profile.
 Measure GF sealer for the edges of all panels.
 Align the GF with the channels of the column profiles
with the double ridge facing the panels.
 Push them in to seal the panel using the GT1 glazing
tool if needed.

A

B
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GH40 Greenhouse Assembly Instructions

Hang the Doors
 Cut two pieces of DSN Door Sealer and place in the channels of the hinged lintels.
 Hang the left door on the hinges.
 On the inside part of the door screw the LAT1 Inner Door Latch into the profile using the PS1"/14 Inner Door
Latch Screw.
 Hang the right door on the hinges.
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Final Touches
Go inside your new Greenhouse and seal any gaps between
the PN2 and PN2A panels and the profiles using SF soft foam
insulation. Cut pieces of SF soft foam insulation 2.5 cm (1")
long, remove the adhesive backing, and place where shown,
making sure that the area is clean and dry.
Congratulations! Your Greenhouse is now completed. You will
find it easy to clean and maintain.
Put this manual is a safe place so you can refer to it if you
decide to add options or need to make a repair.
For your safety and convenience, please take note of the
following:
• Examine your Greenhouse for sharp edges and trim with a
razor knife if necessary.
• It is important to clear your Greenhouse of snow in the
winter.
• Make sure that the temperature in the greenhouse never
exceeds 70° C (155° F). Ensure good ventilation during hot
days or provide a shading screen. This is especially
important if you live in a hot climate.
• Always close roof vents in high winds.
Rion offers a wide range of options for your new Greenhouse, including modular shelves, irrigation systems,
additional windows, automatic window openers, and others.
Thank you for your purchase. We wish you many years of pleasure with your greenhouse. Please feel free to
contact us with any questions, comments, or suggestions.
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